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PROPERTY SURVEY FOR

ROGER GRIFFIN

SECTION 3, TOWNSHIP 1 SOUTH, RANGE 2 WEST

UINTAH SPECIAL BASE AND MERIDIAN
DUCHESNE COUNTY, UTAH

NORTH
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LEGEND AND NOTES

FOUND MONUMENT AT SECTION CORNER
FOUND MONUMENT AT QUARTER CORNER

SET 4’ LATH ALONG PROPERTY LINE

FOUND SPINDLE AT CENTER QUARTER CORNER
FOUND 5/8" REBAR WITH ALUMINUM CAP

o mo > ek

SET 5/8"X24” WITH PLASTIC CAP STAMPED 148951 AT 1/16 CORNER

THIS SURVEY WAS PERFORMED USING GLOBAL POSITIONING SYSTEM PROCEDURES
AND EQUIPMENT

THE BASIS OF BEARINGS IS A BEARING OF N 0°51°13” W BETWEEN THE FOUND
SOUTHWEST SECTION CORNER AND WEST QUARTER CORNER USING THE UTAH
STATE G.P.S. VIRTUAL REFERENCE STATION CONTROL NETWORK MAINTAINED AND
OPERATED BY THE AUTOMATED GEOGRAPHIC REFERENCE CENTER

NARRATIVE

THIS SURVEY WAS PERFORMED AT THE REQUEST OF ROGER GRIFFIN FOR THE

PURPOSE OF LOCATING THE CORNERS OF THE NE1/4 OF THE SW1/4 SECTION 3
AS SHOWN ON THIS PLAT.

PARTS OF THIS SECTION WERE RESURVEYED IN 1988 BY UINTAH ENGINEERING
AND LAND SURVEYING DURING WHICH TIME SEVERAL OF THE SECTION ALIQUOT
PART CORNERS WERE SET USING THE STANDARD METHOD OF SUBDIVISION. A
COPY OF THIS SURVEY WAS OBTAINED FROM THE DUCHESNE COUNTY SURVEYOR

RECORDS AND USED TO DETERMINE THE POSITION OF SEVERAL OF THE ALIQUOT
PART CORNERS.

THE CORNERS REQUESTED BY MR. GRIFFIN WERE THEN SET. LATH WAS SET
ALONG THE EAST AND SOUTH LINES TO AID IN CONSTRUCTION OF FENCING.

SURVEYOR'S CERTIFICATE

I, D. RYAN ALLRED, DUCHESNE COUNTY, UTAH, DO HEREBY CERTIFY THAT | AM A
PROFESSIONAL LAND SURVEYOR AND THAT | HOLD CERTIFICATE NUMBER 376084
AS PRESCRIBED BY THE STATE OF UTAH. | FURTHER CERTIFY THAT THIS PLAT

WAS PREPARED FROM THE FIELD NOTES AND ELECTRONIC DATA COLLECTOR FILES
OF AN ACTUAL SURVEY MADE BY ME OR UNDER MY PERSONAL SUPERVISION AND
THAT THE MONUMENTS INDICATED WERE FOUND OR SET DURING SAID SURVEY,

AND THAT THIS PLAT ACCURATELY REPRESENTS SAID SURVEY TO THE BEST OF MY
KNOWLEDGE AND BELIEF.

D. Ryan Allred, Professional Land Surveyor,
Certificate No. 376084, (Utah)
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